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Color Measurement of Painted Metal Plates

8 June 2020. Sensor Instruments GmbH: The color of metal plates should be measured
immediately after the painting process. It must be taken into account here that there are both high-
gloss surfaces and very dull surfaces, and that the color value must be determined irrespective of
the gloss factor. Furthermore, measurement must be performed inline, on the one hand to satisfy
the requirements of 100% inspection, and on the other hand to be able to quickly respond to a
possible color drift.

The recommended color sensor for this application is a sensor of the SPECTRO-3 series operating
with the 45°/0° method (SPECTRO-3-28-45°/0°-MSM-ANA-DL). The sensor's distance from the
object surface is 28mm, and the similar-to-daylight ring light illuminates the object at an angle of 45°,
whereas color is detected at 0° from the normal. With this setup the gloss difference of different
object surfaces is compensated to the greatest possible extent, and the color can thus be
determined without any gloss influences and with an accuracy of dE=0.3.

Color measurement on metal plates immediately after the coating process with the SPECTRO-3-28-45°/0°-MSM-ANA-DL
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The SPECTRO-3-28-45°/0°-MSM-ANA-DL color measurement sensor operates according to the 45°/0° method

| SPECTRO3 MSM ANA Scope V3.1
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CONNECT | PARA1 TEACH | REC | cALIB | GEN | scopE |

MAXCOL-No. | 1

INTLIM | 1

EVALUATION MODE BEST HIT -|
SHAPE MODE BLOCK |

EXTEACH OFF | TRIGGER CONT +

a* b* L a*Tol b Tol L*Tol
0 097 |-17.71 | 65.85 | 10.00 10.00 5.00

1 0.00 0.00 0.00 0.00 0.00 0.00
2 0.00 0.00 0.00 0.00 0.00 0.00

[eoopole § +  m =

[ teachmean | [ teacHrec | [ meser |
I~ Ram =

=i | SEND 1] [ GO |
™ FILE | SET, ‘ | SI0E ‘

SPECTRO3 MSM ANA Scope V3.1 e
IS .z | cspace CSPACE3D | X y s z
_ 83
o iy = 4096- v
3584~
77
3072~
0o
Z2o0y
2048-
| deltaa” RS
1024~
delta b* 512-]
0.00
o-
1
delta L* 0 00
B a'L et b
74.0- 74.0-
72.0- 72.0-
SEGHE | ‘L 700~
| 013 [N 680- |
CNo  66.0- . 66.0- ] .
64.0- 64.0-
— o e
60.0- ? 60.0-
58.0- 58.0-
54.9- ' ' ' ' 54.9-, | | . \ '
4100 50 0'0 50 120 287 250 -200 -150 -100 67

I COMMUNICATION PORT | 18 |SPECTRO3 MSM ANA V3.1 10/Jan/2018

o .5 g * ®

"Teaching" of color sensor SPECTRO-3-28-45°/0°-MSM-ANA-DL with the SPECTRO3-MSM-ANA-Scope Windows®

software
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