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FIO Series

» KL-PLNG-BL-A3.0

Optical fiber probe with air cooling for
Inline color control of polymer melts

- Optical fiber probe in a special housing for immersion in
polymer melts (at temperatures up to 300°C)

- Suitable for connection to color measurement sensors
of type SPECTRO-3-FIO-MSM-ANA-DL or
SPECTRO-3-FIO-MSM-DIG-DL

- Integrated air blowing duct for cooling the housing

- Integrated temperature sensor informs about the
temperature prevailing at the probe head

- Housing made of stainless steel (V4A)

- Optical fiber end face with sapphire glass cover

* [ Design

Product name:

KL-PLNG-BL-A3.0
Fiber optics (integrated):

R-S-A3.0-(2xd3/2)-1200-67°
(total length 1200 mm)

Air connections

Integrated fiber optics (cf. page 3)
R-S-A3.0-(2xd3/2)-1200-67°

Housing made of
stainless steel

(V4A)
Optics cover
(sapphire glass)
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* ' [ Dimensions

KL-PLNG-BL-A3.0
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All dimensions in mm
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*

R-S-A3.0-(2xd3/2)-1200-67°
Reflected light fiber optics

Detail A

Detail B

Sensor

[ Integrated Fiber Optics ]

Standard fibers
opening angle 67°

Standard fibers
opening angle 67°

Nose

Sensor head

type A3.0 \ |

Receiver
50% standard fibers
opening angle 67°

Transmitter
50% standard fibers
opening angle 67°

B

50:50 distribution
of the transmitter and
receiver fibers
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* [ Mounting Accessories ]

MOUNT-KL-D30-VA

Mounting device for KL-PLNG-BL-A3.0
Tube

stainless steel (V2A)
D30x2, | =500mm

=_ — Angle clamp
stainless steel (VA)

Intake for
optical fiber probe
KL-PLNG-BL-A3.0

" Cross clamp
stainless steel (VA)

~
~

-
Tube

stainless steel (V2A) MOUNT-KL-D30-VA
D30x2, | =500mm

o Flange clamp
stainless steel (VA)
Mounting holes @ 7mm

o Foot clamp
stainless steel (VA)
Mounting holes @ 7mm
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