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L-LAS Series

L-LAS-TB-F-(6)-40/40-AL

- Line laser <0.39 mW, wave length 670 nm, laser class 1
- Visible laser line, typ. 6 mm x 1 mm
- Measuring range typ. 6.4 mm
- Resolution up to 2 μm (depends on selected scan frequency)
- Transmitter/receiver distance 40 mm (fork width)
- Integrated interference filter
- CCD line detector with 512 pixel, 4096 subpixel (8-fold)
- RS232 interface (USB or Ethernet converter is available)
- 2 digital inputs, 3 digital outputs (HIGH/LOW/GO)
- Analog output adjustable via software (0 ... +10V or 4 ... 20mA)
- Max. scan frequency selectable via software (2 kHz or 4 kHz)
- Switching state indication via 4 two-color LEDs (2x red/grn, 2x yel/grn)
- Sturdy aluminum housing, anodized in black
- Scratch-resistant optics cover made of glass

Design

Product name:

L-LAS-TB-F-6x1-40/40-AL
L-LAS-TB-F-1x6-40/40-AL
(incl. Windows® PC software
 L-LAS-TB-Scope as of V5.0)

Mounting
holes

4-pole fem. conn.
Binder Series 707
(RS232)

Connecting cable:
cab-las4/PC or
cab-4/USB or
cab-4/ETH

8-pole fem. conn.
Binder Series 712
(PLC)

Connecting cable:
cab-las8/SPS or
cab-las8/SPS-w

4x two-color LED
(Power and switching
state indication,
cf. page 5)

Position of laser line (AxB):
6x1   (A=6mm, B=1mm)
1x6   (A=1mm, B=6mm)

B

A

Mounting holes
threaded M5

Receiver optics
(scratch-resistant optics
cover made of glass)

Transmitter optics
(scratch-resistant
optics cover made
of glass)

Sturdy aluminum
housing, anodized
in black



  Data Sheet  L-LAS-TB-F-(6)-40/40-ALL-LAS Series  •  Laser Line Sensors (Advanced Line)

info@sensorinstruments.de  •  www.sensorinstruments.de
   (2019-07-23)   L-LAS-TB-F-(6)-40/40-AL / Page 2 of 6

(0587.01)
Subject to alteration

Sensor Instruments GmbH  •  D-94169 Thurmansbang  •  Schlinding 11
Tel. +49 (0)8544 9719-0  •  Fax +49 (0)8544 9719-13

ledoM
LA-04/04-1x6-F-BT-SAL-L
LA-04/04-6x1-F-BT-SAL-L

resaL
ot.cca1ssalcresal,rewop.tpo.xamWm93.0<,noitarepoCD,mn076,resalrotcudnocimeS

.serusaemevitcetorplanoitiddaonseriuqereroferehtsrosnesresalesehtfoesuehT.1-52806NENID

ecnatsidgnikroW )htdiwkrof=(mm04:reviecer/rettimsnartecnatsid

egnargnirusaeM mm4.6.pyt

noituloseR )edomdeepStsaF(mμ4.pyt,)edomdeepSlamroN(mμ2.pyt

ytilibicudorpeR )edomdeepStsaF(mμ4±.pyt,)edomdeepSlamroN(mμ2±.pyt

ytiraeniL )egnarelacslluf(RSF%1.0.pyt

retliflacitpO retlifecnerefretnI

)x1(tuptuogolanA
Am02...4tuptuotnerrucroV01+...0tuptuoegatlov

)CPaiv®swodniWrednuelbatsujda(

)x3(stuptuolatigiD
)2TUO,1TUO,0TUO(

dlohserhtecnarelotrewol<eulavgnirusaeM)-(:0TUO
dlohserhtecnarelotreppu>eulavgnirusaeM)+(:1TUO

wodniwecnarelotnihtiweulavgnirusaeM)ko(:2TUO
,gnihctiws-thgirbnpn/gnihctiws-kradpnprognihctiws-kradnpn/gnihctiws-thgirbpnp

foorptiucric-trohs,Am001,®swodniWrednuelbatsujda

)x2(stupnilatigiD
)1NI,0NI(

)noitcnufelbuod(teseR/hcaeT:1NI,reggirtnretxE:0NI
tiucricevitcetorphtiw,V0/bU+egatlovtupni

ylppusegatloV )%01±(CDV42+

gnittesytivitisneS CPaiv®swodniWrednuelbatsujda

noitcerrocrewopresaL CPaiv®swodniWrednuelbatsujda

noitpmusnoctnerruC Am002.pyt

gnitarerusolcnE 76PI:scitpo,45PI:scinortcele

egnarerutarepmetgnitarepO C°05+...C°01-

egnarerutarepmetegarotS C°58+...C°02-

lairetamgnisuoH kcalbnidezidona,munimula

snoisnemidgnisuoH )srotcennocegnalftuohtiw(mm42xmm58xmm001.xorppaHxWxL

srotcennoC
)rewoP/CLP(217redniBepytrotcennocelamefralucricelop-8

)CP/232SR(707redniBepytrotcennocelamefralucric5Melop-4

yalpsidDEL

dlohserhtecnarelotreppu>eulavgnirusaem:)+(derDEL
wodniwecnarelotnihtiweulavgnirusaem:)ko(neergDEL
dlohserhtecnarelotrewol<eulavgnirusaem:)-(derDEL

lanoitcnufitlum:wolleyDEL

ot.ccatsetCME 2-5-74906NENID

ycneuqerfnacS
zHk2.xam:)noituloserhgih(edomdeepSlamroN

zHk4.xam:)noituloserflah(edomdeepStsaF
®swodniWrednudehctiwsebnac

tnerrucgnihctiws.xaM foorptiucric-trohs,Am001

ecafretnI ®swodniWrednuelbasiretemarap,232SR

selbacgnitcennoC
HTE/4-bacroBSU/4-bacroCP/4sal-bac:CPotnoitcennoc

w-SPS/8sal-bacroSPS/8sal-bac:CLPotnoitcennoc

ytiraloptuptuO ®swodniWrednudehctiwsebnac,gnihctiwskrad/thgirb

Technical Data
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Dimensions

All dimensions in mm
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cab-las8/SPS-...
(max. length 25m,
outer jacket: PUR)

cab-las8/SPS-w-...
(max. length 25m,
outer jacket: PUR)

Connector Assignment

Connection to PLC:
8-pole fem. connector Binder Series 712

Pin: Color: Assignment:
1 white GND (0V)
2 brown +24VDC (± 10%)
3 green IN0 (EXT TRIGGER)
4 yellow IN1 (TEACH / RESET)
5 grey OUT0 (-)
6 pink OUT1 (+)
7 blue OUT2 (ok)
8 red ANA (voltage 0...+10V or current 4...20mA)

Connecting cable:
cab-las8/SPS-(length) or
cab-las8/SPS-w-(length) (angle type 90°)
(standard length 2m)

Connection to PC:
4-pole fem. connector Binder Series 707

Pin: Assignment:
1 +24VDC (+Ub, OUT)
2 GND (0V)
3 RxD
4 TxD

Connection via RS232 interface at the PC:
Connecting cable:
cab-las4/PC-(length)
cab-las4/PC-w-(length) (angle type 90°)
(standard length 2m)

alternative:
Connection via USB interface at the PC:
USB converter (incl. driver software):
cab-4/USB-(length)
cab-4/USB-w-(length) (angle type 90°)
(standard length 2m)

alternative:
Connection to local network via Ethernet bus:
Ethernet converter (incl. software „SensorFinder“):
cab-4/ETH-500
(standard length 0.5m)

Optional: External CAT5 cable,  e.g.
cab-eth/M12D-RJ45-flx-(length)

cab-4/ETH-500
(length 0.5m, outer jacket: PUR)
4-pole M12 fem. conn. (D-coded)
for connection of an external
CAT5 cable, e.g.
cab-eth/M12D-RJ45-flx-(length)

cab-las4/PC-...
(max. length 10m, outer jacket: PUR) or
cab-las4/PC-w-... (no picture)
(max. length 5m, outer jacket: PUR)

cab-4/USB-... or
cab-4/USB-w-... (no picture)
(each max. length 5m, outer jacket: PUR)
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LED Display

LED display:

(ok)

Power

(-)

(+)

LED red (-):
Measuring value
< lower tolerance threshold
(OUT0)Power LED
(multifunctional)

LED red (+):
Measuring value
> upper tolerance threshold
(OUT1)

LED green (ok):
Measuring value within
tolerance window

LED yellow:
Power LED
(multifunctional)

The laser transmitters of L-LAS-TB series comply with laser class 1 according to
EN 60825-1. Under reasonably foreseeable conditions a class 1 laser is safe.
The reasonably foreseeable conditions are kept during specified normal operation.
The use of these laser transmitters therefore requires no additional protective
measures.

The laser transmitters of L-LAS-TB  series series are supplied with an
information label „CLASS 1 Laser Product“.

Laser Information

Class 1  Laser Product
IEC 60825-1: 2014

P<0.39 mW; =670 nmλ

COMPLIES WITH 21 CFR 1040.10 AND 1040.11
EXCEPT FOR CONFORMANCE WITH IEC 60825-1

ED. 3, AS DESCRIBED IN
LASER NOTICE NO. 56, DATED MAY 8, 2019.
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Parameterization

Windows® user interface:
(The current software version is available for download on our website.)

The L-LAS-TB-...-AL sensor can be easily parameterised with the Windows® user interface L-LAS-TB-Scope (as of V5.0).
For this purpose the sensor is connected to the PC with the serial interface cable cab-las4/PC (or cab-4/USB or cab-4/ETH).
When parameterisation is finished, the PC can be disconnected again.

Windows® user interface:

With the help of the L-LAS-TB-Scope software the following settings can be made at the sensor:

- Setting of laser power and type of automatic power correction
- Polarity of digital outputs
- Different evaluation modes
- Start of the teach process by software button
- Setting of tolerance ranges for monitoring the measured value
- Selection of scan frequency

Furthermore, various numerical and graphical measured quantities can be visualized with the L-LAS-TB-Scope software.
For example, the raw data of the CCD line sensor can be  displayed graphically and numerically.

L-LAS-TB-Scope V5.0


