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POF Series

KL-M18/20-SPX
Optical frontend

- Suitable for  through-beam fiber optics
POF-SPX2-d2.2-(1.0)-(length)
(fiber optics are available in various lengths)

- Big working distance: typ. 100 mm ... 3000 mm
- Also suitable for detection of highly absorbent objects

(e.g. black painted parts)
- Minimal color change at a change in the distance
- Focusable
- Scratch resistant glass optics
- Sturdy aluminum housing, anodized in black

Design

Product name:

KL-M18/20-SPX Suitable for the following plastic optical fibers of POF Series:
Through-beam fiber optics POF-SPX2-d2.2-(1.0)-(length)
(standard length:  1000 mm or 2000 mm)

For operation with a through-beam fiber optics POF-SPX2-d2.2-(1.0)-(length) 2pcs. of KL-M18/20-SPX are necessary!

Through-beam fiber optics POF-SPX2-d2.2-(1.0)-1000 or
through-beam fiber optics POF-SPX2-d2.2-(1.0)-2000
(please order fiber optics separately)

Screw-nut M18x1

Grub screw with slit (M4x4)
made of plastic for fixation of
fiber optics

Aluminum housing,
anodized in black

Thread M18x1
(incl. mounting screw/screw-nut)

Optics
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Dimensions

All dimensions in mm

KL-M18-XL/20-SPX


